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Operator Responsibilities 
It is the operator's responsibility to read and understand the following safety statements. Only qualified operators should
install, operate, adjust, maintain, clean, repair, or transport this machinery. These components are designed for general
use in normal environments. These components are not specifically designed for lifting and moving people, agri-food
machinery, certain types of mobile machinery, or special work environments such as: explosive, flammable, or corrosive.
Only the user can decide the suitability of this machinery in these conditions or extreme environments. ZINKO will supply
information necessary to help make the decision. These instructions are intended for end-user application needs. Most
problems with new equipment are caused by improper operation or installation. A detailed parts list can be obtained from
ZINKO upon request.

Instructions for Valve Cleaning due to Dirt Contamination in the Valve or Valve Ports.

Step 1 – Clean Valves
Step 2 – Clean Ports
Step 3 – Lubricate Valve Area (before replacing valves)
Step 4 – Lubricate Air Inlet Port Before Hookup

Step 1 
Clean Valves
Dirt contamination can cause the release valve or check valve to close improperly. In order to inspect the valves, 
follow these steps:
1. Remove the E-Ring on the foot pedal with a small screwdriver.
2. Remove the rod.
3. Lift the foot pedal off the unit.
4. Remove the paddle and top of the manifold block on top of the valve area.

Instructions for Valve Kit:
Replacing, Cleaning, or Lubrication
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Release Valve
Part # 
9200101-181

Check Valve
Part # 
9200101-182
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Step 1 
Clean Valves (continued)
5. Remove the release valve (part # 9200101-181) and inspect it for 
    any dirt or contamination.
6. If foreign matter is found, clean the valve and reassemble the 
    components making sure that each component is placed correctly.

NOTE: Check to make sure that the ball is seated properly in the 
release valve.

7. Remove the check valve (part # 9200101-182) and inspect it for any 
    dirt or contamination.
8. If foreign matter is found, clean the valve and reassemble the 
    components making sure that each component is placed correctly.

Step 2
Clean Ports 
1. Be sure to inspect the valve port for contamination.

NOTE: When reassembling be sure to place all valve components 
in their correct positions.

NOTE: Always perform this procedure in a clean, dry place where 
additional contaminants will not enter the system.

Step 3 
Lubricate Valve Area

Add lubricating oil to the valve port before putting valves back 
to pump.

By adding oil you are removing air from the system. Pump will 
function properly after proper assembly.

There are 2 ways to add oil:
1. Adding lubricating oil from the top.
    a) Add lubricating oil to the valve port from the top of the 
       pump.
2. Adding lubricating oil from the bottom.
    a) Remove the 6 hex screws on the top of the pump manifold. 
    b) Remove the manifold block from the reservoir.
    c) Carefully remove the C-clamp and filter to let air out. Then add lubricating oil to the bottom valve port.
    d) Put all components back to its position, and securely screw together.
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